MFC Accessories BN OURCE

At Source Fluid Power, We take pride in innovation and creative solutions to meet customer

needs. We’ll be happy to develop a package to fit your design needs. Based on your suggestions,

we now offer the following as standard accessories to our full product line.

Position indicator (gauge):
SFP25416 — An analog gauge used to indicate relative position of the Motorized Flow Control (MFC).
This provides a visual indication of valve position with a standard toggle switch.

e It is necessary to use the "R” motor with this unit.

Double Pole —Double Throw Toggle Switch:
44269 — Is a DPDT toggle switch, suitable for controlling any Motorized Flow Control (MFC) or

Motorized Pressure Control (MPC) — momentary contact, center off.

Extension Cable:

Extension cables are available with shroud and tower connectors, and are made to any length required.
Cables are housed in an abrasion resistant covering. The part number for a 5 wire cable would be
SFP25657C__ (List the cable length in inches.) Contact factory for details and pricing.

Example: SFP25657C180 (Length 180 inches)

Seal Kits:

Replacement seal kits for the wet end (nose portion) of the Motorized Flow Control valves:
SFP25247 - Seal kit for the Motorized Flow Control in the - F10size.

SFP25148 - Seal kit for the Motorized Pressure Control in the - P10/PP10 size

SFP25674 - Seal kit for the Motorized Flow Control in the - F13 A size.

SFP25249 - Seal kit for the Motorized Flow Control in the - F16 size.

SFP25675 - Seal kit for the Motorized Flow Control in the - F16A size.

SFP25662 - Seal kit for the Motorized Flow Control in the - FPC16 size

SFP25673 - Seal kit for the Motorized Flow Control in the - F20 size.

Special seals / material:

e Optional viton or ethylene propylene rubber (EPR) seals are available on special order.

e Stainless steel valves suitable for use with water or other fluids are also available on special order.
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Function:

X

SFP25587s a Packaged dual control module
designed to remotely operate two of the Source Fluid
Power Motorized Flow Control (MFC) valves that
are equipped with the feedback (FB) option.

The die cast aluminum housing contains two DPDT
toggle switches (P/N 44269) each controlling one
valve. Two gauges (P/N SFP25416) which provide
visual feedback for each valve. Along with a 3 amp
fuse and diode to protect against reverse polarity for
each valve. Weatherproof strain reliefs for
connecting cables and 1/4-20UNC mounting studs
protrude from each side for easy under dash
mounting.

Specifications:

X

X

Housing 6.29” wide x 3.94” high x 2.36 deep die
cast aluminum.

Operating voltage range 12 to 24 VDC @ 3 amps
minimum

Power lead 6’ long, Motor lead 18” long with
Weather Pack connector.

Panel mount fuse holder, twist to release, 3 amp
3AG fast acting fuse.

Applications:
X This control package is ideally suited for a

simple single feed drop or broadcast style salt /
sand or other spreader used with aftermarket
attachments to truck dump bodies. The rate can
be varied by operating the toggle switch to open
or close each valve to the desired setting. Once
the setting has been reached and the switch has
been centered, the valve will stay at that position
until the switch is re-engaged . The visual
readout allows the operator to easily return to a
previous setting.

How to order:
X Base part number SFP25587. Consult factory for

suffix numbers on options.
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